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Type Value 120Vac 277Vac 120Vac 277Vac

48 Philips-Advance REB-2P32-SC IS 2 N 0.88 Parallel C NA F NA

55 OSRAM SYLVANIA QHE 2X32T8/UNV ISH-SC IS 2 H 1.20 Parallel P,T,N P,T C P,T

87 TCP E2P32ISUNVHE IS 2 H 1.18 Parallel C F C C

88 TCP E4P32ISUNVLE IS 4 L 0.78 Parallel C F C F

93 HOWARD INDUSTRIES EPL2/32IS/MV/MC/HE IS 2 L 0.78 Parallel C P,T C F

204 TCP E3P32ISUNVLE IS 3 L 0.78 Parallel C F C C

205 TCP E4P32ISUNVE IS 4 N 0.88 Parallel C C C F

212 Universal Lighting TechnoloB132IUNVHP-N IS 1 N 0.88 n.a NA NA C F

251 KEYSTONE KTEB-332-UV-IS-H-P IS 3 H 1.18 Parallel C F C F

256 DAMAR EL232-120/277HF(1688B) IS 2 N Parallel C P,F C C

283 TCP TCP3P32ISUNVH IS 3 H 1.18 Parallel C F C C

1046 Philips-Advance IOP-1P32-LW-SC IS 1 L / Parallel NA NA C C

101 Philips-Advance IOP-2PSP32-N PS 2 N 0.94 Parallel S N C C

124 General Electric GE432-MVPS-N PS 4 N 0.88 Parallel C T C F

134 SUNPARK U-2/32PSE RS 2 N 0.88 ? S S C C

158 HOWARD INDUSTRIES EP4/32PPRS/MV/SC/HE PRS 4 N Parallel C F C C

172 OSRAM SYLVANIA QHES 2x32T8/UNV PSL-SC PRS 2 L 0.71 Parallel NC NC C C

TLeD Compatible Ballast List
( 1250lm, 8W, 2ft)

Incompatible P PF <0.85

Acoustic noise >20dB T THD >30%

Can't start-up C Compatible
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Flicker after >2s star / Not tested

High temperature NA Not applicable
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