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GENERAL SPECIFICATIONS 

Electrical Specifications Operating Temperature Mechanical Spec. 

Wattage: 17W Voltage: 120V Minimum: -20°C Measures: 2.40in X 4.43in 

Power Factor: 0.9 Frequency: 60Hz Maximum: 40°C Weight: 4.59oz 

COLOR RENDERING: CRI>90, R9>50 

FLICKER <30% 

High quality of light and low flicker, listed with 

California Energy Commission’s (CEC) JA8/Title 24 

standard for quality of light, the most stringent in 

North America.  

ENERGY EFFICIENCY: 94 lm/W 

LONG LIFE: 25,000 hrs. 

Listed for energy efficiency by the CEC for Title 20, 

insuring high efficacy with a high quality of light.  

Lamps are also listed by Energy Star. 

 Rated lifetime to L70: 25,000 hours. 

 Warranty: 3 years.  

 

CERTIFICATIONS AND APPROVALS 

ETL, ES, CEC TITLE 20, CEC JA8/TITLE24 

                                  

HIGHLY COMPATIBLE 

Compatible with standard fixtures using an 

GU24 base. Standard A21 form factor can be 

used with most table lamps.  

DIMMABLE 

Smooth dimming with most existing 

installations. Dimmable to 1% when used 

with specific dimmers. See dimmer 

compatibility chart for details on operation 

and compatibility. 

INTENDED USE AND APPLICATIONS 

100W incandescent replacement. 

Intended for use in GU24 compatible existing 

fixtures and table lamps. 

Suitable for dry or damp locations.  

Not for use in fully enclosed fixtures.  

Remove or do not use any optional glass lens 

in front of lamp. 

 

  

LIGHT OUTPUT 1600 lumens 

CCT 3000K 

BEAM ANGLE 270° 

WATTAGE 17 W 

EFFICACY 

POWER FACTOR 

94 lm/W 

0.9 

APPLICATION Incandescent replacement for 

indoor dry/damp applications 

requiring high color quality and 

efficacy. 

 SKU: SE-350.092 
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Ra – Chart: >90 
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LED  EA21-4000cec-2
Part #: EBA21DM /H/17W /1600/313D/30K/E26/CEC/2      Bulb Class: A21

Product D escription

LED  EA21-4000cec-2 delivers superior brightness, valuable energy savings, long lasting perform ance 

and true color perception. These O m ni-directional A21 LED bulbs are ideal for am bient lighting or 

general purpose applications due to its uniform  *Soft W hite light (3000K) and replace conventional 

100 W att incandescent light bulbs. Enjoy features such as: instant on, dim m ing options, shatter 

resistance, m ercury free, 90+CRI and dam p rated.

5
YEAR

Estim ated Energy Cost:   $2.04 per year

*N ote: Design, features and specifications subjec t to change w ithout notice . Som e features m ay not be available on all m odels. 
For m ore inform ation regarding dim m er com patibility please visit: w w w .eurilighting.com  or call 1-888-743-5766

+90
CRI

100W
REPLACEM ENT

Specifcations

Input Pow er Input Voltage Lum en O utput Beam  A ngle Center Beam CCT

17 W 120V/60H z 1600 lm 313° 165 3000 K

CRI Lum inous Ef cacy Pow er Factor Input Current Base/Cap Lam p Lifespan

90 94 lm /W 0.9 0.01 A E26 25,000 H rs.

Product Features Product D im ensions Product Photom etric D ata

Dim m able

Instant-O n/O ff

M ercury Free

Dam p Rated

Available only as a tw in-pack. 
(EA21-4000cec-2 contains 2 LED Bulbs .)

2.8"

5
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Test Methods: 

Photometric Measurements – Goniophotometer: 

An Everfine Type C Rotating Mirror Goniophotometer was used to measure candelas (intensity) at each 

angle of distribution as defined by IESNA for the appropriate fixture type. 

Ambient temperature is set to 25°C and is measured from the center of the fixture, within 1ft from the 

outside of the fixture. Temperature is maintained at 25°C throughout the testing process and the sample 

is stabilized for at least 60 minutes and longer as necessary for the sample to achieve stabilization. 

Electrical measurements are measure using the listed equipment. 

Spectral Measurements – Integrating Sphere 

A sensing Spectrometer HASS-2000, in conjunction with Everfine 2 meter integrating sphere was used to 

measure chromaticity coordinates, correlated color temperature (CCT) and the color rendering index 

(CRI) for each sample. Test Geometry Configuration 4 ̄ . 

Ambient temperature is set to 25°C and is measured from the center of the fixture, within 1ft from the 

outside of the fixture. Temperature is maintained at 25°C throughout the testing process and the sample 

is stabilized for at least 30 min and longer if necessary for the sample to achieve stabilization  

Electrical measurements are measured using the listed equipment. 

LUMINAIRE PHOTOMETRIC TEST REPORT: 

 

 

 


